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ABSTRACTED -PUB -NO: DE 19852202A 
BASIC -ABSTRACT: 

NOVELTY - The battery housing consists of cold rolled sheet having an interior 
electroplated coating with incorporated carbon, graphite or carbon black particles. 

DETAILED DESCRIPTION - A battery housing consists of shaped cold rolled sheet with 
an interior electroplated coating of Ni, Co, Fe, Sn or their alloys incorporating 
carbon, graphite or carbon black particles. 

An INDEPENDENT CLAIM is also included for production of strip for the above battery 
housing . 

USE - As a battery housing. 

ADVANTAGE - A battery, provided with the above housing, exhibits a lower increase in 
internal resistance on long term storage and a lower initial internal resistance 
compared with conventional batteries . 

CHOSEN-DRAWING: Dwg.0/0 

T ITLE- TERMS : BATTERY HOUSING CONSIST COLD ROLL SHEET INTERIOR ELECTROPLATING 
COATING INCORPORATE CARBON PARTICLE LOW LONG TERM INITIAL BATTERY INTERNAL 
RESISTANCE 
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ABSTRACTED-PUB-NO: WO 200005437A 
BASIC-ABSTRACT: 

NOVELTY - The surface-treated steel sheet is formed on at least the surface serving 
as an inner side of a battery case with a graphite-dispersed nickel-plated layer or 
a graphite-dispersed nickel -alloy-plated layer. The battery case is formed by 
drawing, DI working and DTR working the above surface-treated steel sheet. 

DETAILED DESCRIPTION - The alloy plated layer is preferably formed by a 
nickel-cobalt alloy, nickel-cobalt-iron alloy, nickel -manganese alloy, 
nickel -phosphorus alloy or nickel-bismuth alloy. 

USE - Surface-treated steel sheet for a battery case for a battery improved in its 
electrical contact with a battery positive electrode active substance. 
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